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An EMC is a control cabinet cooling unit that can be integrated into a control cabinet system. 

 

This makes it possible to dissipate high waste heat outputs directly at the point of origin and also to adjust the air in the system 

accordingly via flaps. 

 

The system can also respond to retrofits as long as the possible maximum output is not exceeded. 

Cooling water is required for the cooling process. 

 

 

 

 

 

 

 

Strucure 

  Suitable for installation in control cabinets 

 Copper tubes and aluminum fins 

 All sheets made of galvanized steel plate 

 Stable, self-supporting construction 

 

Water circuit 

 Collector pipes for water inlet and outlet made of copper 

 Water connections downward with external thread 

 

Fan 

 EC fan on continuous operation at full speed 

 Control input and fault signal relay can be led out optionally 

 With 5 m connection cable, fuse protection on site                                                                                                   
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Technical data EMK 4 EC 

 

Cooling power   4,5  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    1330  m3/h 

Max. external resistance  110  Pa 

Cooling surface   14  m² 

Water volume   0,8  m³/h 

 

Power consumption max.  0,5  kW 

Current consumption max.  2,8  A 

Power type    200-277V, 50/60 Hz, 1ph, N, PE 

Water connections   3/4“  Zoll 

 

Dimensions Bx Tx H   475x 420x 635 mm 

 

 

Technical data EMK 6 EC 

 

Cooling power   6,5  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    1900  m3/h 

Max. external resistance  100  Pa 

Cooling surface   20  m² 

Water volume   1,1  m³/h 

 

Power consumption max.  0,5  kW 

Current consumption max.  2,2  A 

Power type    200-277V, 50/60 Hz, 1ph, N, PE 

Water connections   3/4“  Zoll 

 

Dimensions Bx Tx H   545x 500x 635 mm 
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Technical data EMK 8 EC 

 

Cooling power   8  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    2300  m³/h 

Max. external resistance  75  Pa 

Cooling surface   25  m² 

Water volume   1,4  m³/h 

 

Power consumption max.  0,5  kW 

Current consumption max.  2,2  A 

Power type    200-277V, 50/60 Hz, 1ph, N, PE 

Water connections   3/4“  Zoll 

 

Dimensions Bx Tx H   695x 565x 635 mm 

 
 
 

Technical data EMK 12 EC 

 

Cooling power   12  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    3600  m3/h 

Max. external resistance  130  Pa 

Cooling surface   32  m² 

Water volume   2,1  m³/h 

 

Power consumption max.  1  kW 

Current consumption max.  1,6  A 

Power type    380-480V, 50/60 Hz, 3ph, PE 

Water connections   1“  Zoll 

 

Dimensions Bx Tx H   695x 565x 650 mm 
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Technical data EMK 15/6 EC 

 

Cooling power   15,5  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    4500  m3/h 

Max. external resistance  230  Pa 

Cooling surface   40  m² 

Water volume   2,7  m³/h 

 

Power consumption max.  1,0  kW 

Current consumption max.  1,6  A 

Power type    380-480V, 50/60 Hz, 3ph, PE 

Water connections   1“  Zoll 

 

Dimensions Bx Tx H   695x 565x 725 mm 

 

 

Technical data EMK 16/6 EC 

 

Cooling power   18,5  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    6500  m3/h 

Max. external resistance  365  Pa 

Cooling surface   50  m² 

Water volume   3,3  m³/h 

 

Power consumption max.  3  kW 

Current consumption max.  4,6  A 

Power type    380-480V, 50/60 Hz, 3ph, PE 

Water connections   1 1/4“  Zoll 

 

Dimensions Bx Tx H   695x 585x 950 mm 
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Technical data EMK 20 EC 

 

Cooling power   22  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    7500  m3/h 

Max. external resistance  550  Pa 

Cooling surface   50  m² 

Water volume   4,4  m³/h 

 

Power consumption max.  3,0  kW 

Current consumption max.  4,6  A 

Power type    380-480V, 50/60 Hz, 3ph, PE 

Water connections   1 1/4“  Zoll 

 

Dimensions Bx Tx H   695x 585x 960 mm 

 

 

Technical data EMK 25 EC 

 

Cooling power   25,5  kW 

Water entry    26  °C 

Air entry    45  °C 

Air outlet    34  °C 

Air power    9000  m3/h 

Max. external resistance  480  Pa 

Cooling surface   50  m² 

Water volume   4,4  m³/h 

 

Power consumption max.  3  kW 

Current consumption max.  4,6  A 

Power type    380-480V, 50/60 Hz, 3ph, PE 

Water connections   1 1/4“  Zoll 

 

Dimensions Bx Tx H   695x 585x 990 mm 

 

Control cabinet cooler series EMK 

 

Technical data 

SCHWÄMMLE GmbH & Co. KG 

www.schwaemmle-gmbh.de  | zuverlässige Industriekühlung 


